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Specification

DL-1000

DL-1300

DL-2050

DL-3000

T2
Stroke (mm) 1000 1300 2000 2980
LEFHIEE (mm/sec)
Cylinder lifting speed 0~488 0~326 0~300 0~280
TREEE (mm/sec)
Cylinder descending speed 0~128 0~128 0~120 0~110
BEE S (kg/cm?)
Operating pressure 30~140 30~140 30~140 30~140
B H 70 WE & (W)
Capacity (ton) 12 15 17/20 20
Voltage AC 220/380 AC 220/380 AC 220/380 AC 220/380
Motor (HP) 10HP 15HP 20/30HP 20/30HP
TEAM P .
Operating type BHIiI3X Vertical
TEER BEh/FE/FBEE
Operating mothod Auto/Manual / Semi Autol
HRZ()
Oil Caparity Approx. 500 Approx. 600 Approx. 800 Approx. 800
%;(kg) 4200KG 4800KG 5200KG 6800KG
eight
Pixl g
'sjlil\z_;.jET%(mm) 1780*1920*4350 [ 1780*1920*4950 | 2250*2050*6300 | 2250*2050*7500

By T ARAIKR / DL-1000
Hydraulic Broaching Machine

Model / DL-1000

DL Series - DL-1000 / DL-1300 / DL-2050 / DL-

3000
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1. Single stroke machine, high precision broaching
acting.

2. Suitable for external broaching.

3. High/Low pressure auto lifting broach function,
available stroke adjustment depends on broach

tooling.

4. Adopting green saving piston pump, high efficien-
cy design.

5. Easy operation, saving time , high processing
precision.

6. Human interface PLC, speed and using pressure
can be adjusted by customer. The broaching pres-
sure and speed are adjustable and fitting with
working pieces,moreover the stroke can be
adjusted and fitting with broach tooling.

7. Broaching applications for auto mobile compo-
nents, hardware components, variable tooling
components...and so on...
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Due to continual improvements, specifications are subject to change without notice.

www.yeoshehydraulic.com



