Hydraulic Machine > Punching Press Machine > Model / MTK x 2 Series

Specification MTK-60x2 MTK-80x2 MTK-100x2

=Nl

Capability (ton) 60 80 100
gjfke (mm) 120~200 120~200 120~200
EFEE(mm/sec)

Cylinder lifting speed 117 110 121
TR E (mm/sec)

Cylinder descending speed 141 130 135
BR{EB D (kg/cm?)

Operating pressure 20~210

\%J%ge AC 220/380

f%%

Motor (HP) 10 HP 10 HP /15 HP 15 HP
OIp{;'Erja\j;irr‘?g type B30 Vertical

TFRR BE)/F8

Operating mothod Auto/Manual

:?E_%"%U}‘ 800 800 900
Oil Capacity

EE(kg)

Weight 3200KG 3700KG 5500KG

BEdh S AL / MTKx2

Punching Press Machine

Model / MTKx2 Series

MTKx2 Series - MTK60x2 / MTK80x2 / MTK100x2

1. S RPALIBIXEPLCEEZRE » &% & « & 1. Dualshaft high speed press adopts PISTON high
T LT BEE LS EAESER pressure pump, high efficiency, electricity-saving,

. s 5 designed with single-unit or one set of double-unit,
, oo A U, =
HZEM BRAFIAMIRE ARETH suitably used for on-line operation, space-saving, and

R suitably used for hand tool processing and automobile
2 MR (R TAE B B AT - parts driling processing, efc.

2. Machine specification also can be designed by optional
requirement of the users.
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